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CERTIFICAT DE CONFORMITATE

Certificate of Conformity

Certificatnr: | | Data emiterii: T Prelungire valabilitate | Exemplar nr: | 1
Certificate No: | 468  Date of issue: 1 30.09. 2015 rStafus | ifi itate : Copy Ne:
[ | (daymonthlyear} ‘7 | nr.466/23.09.2013 |

Splaiul Unirii 313, Corp M-1, D3-14, 030138, Bucuresti, Romania

'Mwm%m‘émm@ SRR

\

Numdr dosar certificare: |  372M1-P Contract General nr: 35/2013 Pagina
Certification file No: General Agreement No : Act Aditional Nr. 1/2015 | Page

Titular certificat (nume si adresa): VALPLAST INDUSTRIE SRL

Certificate holder (name and address): Bd Preciziei nr. 9 sectors Bucum§t|

Domeniu de aplicare:
Application range:

Sasteme si accesorii destinate gestlonaru instalatiilor electnce

T

Denumirea produsului: TEV[ DE PROTECTIE CABLURI ELECTRICE SIDE
Product name: TELECOMUNICATII DIN PVC NEPLASTIFIAT

Tip/model de referinta (seria): CableLine VALPLAST PVC model D90U 450 N

Reference type/mode! {series):

Variantd{e) (serie(i): _""Conférm anexa

Variant(s} (series).

Marca comerciald inregistrata: Cableline
Registered Trade Mark:

Producator (nume si adres?): ‘ VALPLAST INDUSTRIE SRL
Manufacturer (name and address): | Bd. Preciziei nr. 9, sector 6, Bucuresti

Locul de productie (nume si adresa): VALPLAST INDUSTRIE SRL
Manufacturing location (name and address): Bd Preciziei nr. 9 sector 6, Bucuresti

Standard national sau alt normativ. | SR EN 61386-1:2009,
utilizat pentru certificare: SR EN 61386-24:2011,
National standard or other_ r_rorr_native document ST-10/201 3 propnetate VALPLAST Ind ust"e SRL

used as reference for certification:

Raport de incercari (nr./data): ! Conform anexa
Test Report {No./date): ;

Certificatul este valabil pani la data: | 22.09.2017
The certificate is valid untif.

In baza rezultatelor incercarilor efectuate, $e declara ci produsul este in conformitate E:u standardul({le} mentionat{e) mai sus.
Based on the results of the performed tests, the product is declared to be in compliance with the above standard(s).
Schema de certificare utilizati este «1a» (cerfificarea conformitatii pe bazi de incercari de tip). Produsele de acelasi tip fabricate ulterior nu

sunt acoperite de acest certificat de conformitate.
The certification scheme used is «l1a» (conformity certification based on type tests). This certificate is valid only for the sample underwent fo
the type test. Subsequent production items are not covered by this certificate of conformity.

Acesi certificat 5i anexa sa pot fi reproduse numai in intregime.
This certificate and its annex may only be reproduced in full

Acest cerfificat nu este transferabil §i rAmane proprietaiea organismului emitent.
This cerlificate is not transferable and remains.the property of the issuing body.

Statutul si autenticitatea acestui certlﬂcat poate fi verificatd pe site-ul »
The Status and authenticity of th;s cemﬁcate may be verified by visiting site

'DIRECTOR TEHNIC: OICPE
OICPE TECHNICAL DIRECTOR
i Eng. Ecaterlr}/a E\g;a Ws, g

201




: :
g Splaiud Unirii 313, Corp M-1, D3-14, 030138, Bucuresti, Roménia %
OICPE 2 Telefon: 021 589 33 05 ; 021 5852 33 49 %
ELECTRIC PRODUCTS CERTIFICATION § Fax: 021346 4935 ;021 589 33 19 |
INDEPENDENT BODY % oicpe@oicpe.ro g
OICPE - ORGANISM INDEPENDENT L j
PENTRU CERTIFICAREA PRODUSELOR ELECTRICE %, S Mﬁ
140/3846/2009
O . - :
Numér dosar [ 372/1-p ANEXA Exemplar nr: | 112
Cerfification file no: Annex o
Pagina 218
Page

Aceastd anexa este valabild numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30. 09 2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

Titular certificat (nume si adres&): VALPLAST INDUSTRIE SRL

Certificate holder (name and address): Bd Prec&znel nr. 9, sector 6, Bucuresti
Denumire produs: TEVI DE PROTECTIE CABLURI ELECTRICE §i DE TELECOMUNICATH DIN PVC NEPLASTIFIAT
_Product name: e e !
Nr.crt. Tip/model Raport de incercare Date tehnice
N, Type/Model Test Report ) Technical Data
1 Cablei ins
WALPLAST PYQC

model DIOL 450 N

Diametru nominal (exterior): 63 mm
2 CableLine 226/10.09.2013 Diametru interior {minim): 47 mm
VALPLAST PVC (Rl emis de QICPE-LICPE Grosime (minim&): 1,8 mm
model D63U 250 N | conform SR EN 61386-1:2009, | Clasa de rezistentd la compresiune: U
(variantd) SR Eg?l%?g{ﬁ;%ﬂ, Rezistenta la compresiune: 250 N (cod 250)
Rezistenta la impact: Normald (cod N)
Grad de protectie: IP67
Rezisten{a la propagarea flacérii: Nu propaga flacara
Culoare teava: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropata in pamant

Diametru nominal (exterior): 63 mm

3 CableLine 226/10.09.2013 Diameiru interior (minim): 47 mm
VALPLAST PVC (Rl emis de GICPE-LICPE Grosime (minima): 2,4 mm

model D63M1 750 N conorm S8 =8 8135612009, | Clasa de rezistenta la compresiune: M

(variant) ST_10,2613') i Rezistenta la compresiune: 750 N (cod 750)

Rezistenta la impact: Normal& {cod N)

Grad de protectie: IP67

Rezistenta la propagarea flacérii: Nu propaga flacéra

Culoare teava: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice si

de telecomunicatii ingropata in pdmant

DIRECTOR TEHNIC OICPE
OICPE TECHNICAL DIRECTOR i
| Eng. Ecaterina Fransua:

OICPE Cod F-11 Editia din 15.01.2014
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" Aceasta anexa este valabild numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015

This annex is valid only together with the CERTIFICATE QF CONFORMITY No

Titular certificat (nume si aidresé)' VALPLAST INDUSTRIE SRL

Certificate holder (name and address): Bd. Preciziei nr. 9 sector6 Bucuregtn

Denumire produs: TEVI DE PROTECTIE CABLURI ELECTRICE $1 DE TELECOMUNICATH DIN PVC NEPLASTIFIAT

_Product name:

Nr.crt. Tip/model Raport de incercare Date tehnice

No, Type/Mode! Test Report Tech mcal Data

e

Dlametru nomlnal (exterior) 63 mm

2 CabieLine 226/10.09.2013 Diametru interior (minim): 47 mm
VALPLAST PVC {Rl emis de OICPE-LICPE Grosime (minima): 1,8 mm

. model D63U 250 N . conform SR EN 61386-1:2009,  Clasa de rezistentd la compresiune: U

(varianta) SR Egﬁﬁ%ﬁ,‘%ﬁ;:)zo”’ Rezistenta la compresiune: 250 N (cod 250)

Rezistenta la impact: Normala (cod N)

Grad de protectie: IP67

Rezistenta la propagarea fldcarii: Nu propaga flacéra
Culoare teava: neagra sau gri

Utilizare: Teava de proteciie a cablurilor electrice i
de telecomunicatii ingropata in pamant

Diametru nominal {(exterior): 63 mm
3 CablelLine 226/10.09.2013 . Diametru interior (minim): 47 mm
VALPLAST PVC {Rt emis de OICPE-LICPE . Grosime (minima): 2,4 mm
model D63M1 750 N, conform SR E8 0138612009, Clasa de rezistenta la compresiune: M1
{varianti) ST 0,2613‘) ’ Rezistenta la compresiune: 750 N (cod 750)
Rezistenta la impact: Normala {cod N)
Grad de protectie: 1P67
Rezistenta la propagarea flacérii: Nu propaga flacéra
Culoare teava: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropata in pdmant

DIRECTOR TEHNIC OICPE
OICPE TECHNICAL DIRECTOR o
| Eng. Ecaterina Fransua .~

OICPE Cod F-11 Editia din 15.01.2014
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Aceastd anexd este valabila numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

Titular certificat (nume si adresa): VALPLAST INDUSTRIE SRL

Certificate holder {(name and address):

Bd. Preciziai nr. 9, sector 6§, Bucuresti

Denumire produs: TEVI DE PROTECTIE CABLURI ELECTRICE $I DE TELECOMUNICAT!I DIN PVC NEPLASTIFIAT

i

PdeUCt namE: ............. —— -
Nr.crt. Tip/model Raport de incercare Date tehnice
No. Type/Model Test Report Technical Data
: Diametru nominal (exterior): 63 mm
4 CableLine 226/10.09.2013 Diametru interior (minim): 47 mm
VALPLAST PVC (Rl emis de OICPE-LICPE Grosime (minima}. 3,0 mm
model D63M2 750 N confso&mEIS\JRBE:T:B?S‘E%ﬁOOS. Clasa de rezistenta la compresiune: M2
(variants) ST-10/2013) Rezistenta la compresiune: 750 N {cod 750)
Rezistenta la impact: Normala {cod N)
Grad de proteciie: IP67
Rezistenia la propagarea flacarii: Nu propaga flacara
Culoare teavd: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice gi
de telecomunicatii ingropata in pamant
Diametru nominal (exterior); 63 mm
5 CableLine 226/10.09.2013 Diametru interior (minim): 47 mm
VALPLAST PVC (RI emis de OICPE-LICPE Grosime (minima): 4,7 mm
model D63G 750 N | conform SREN61386-1:2003, | Gia¢5 de rezistents la compresiune: G
X . SR EN 61386-24:2011, . ; .
(varianta) ST-10/2013) Rezistenta la compresiune: 750 N {cod 750)
Rezistenta la impact. Normala {cod N)
Grad de protectie: IP67
Rezistenta la propagarea flacarii: Nu propaga flacara
Culoare teava: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice i
de telecomunicatii ingropata in pdmént
Diametru nominal (exterior): 75 mm
6 CableLine 226/10.09.2013 Diametru interior (minim): 56 mm
VALPLAST PVC (Rl emis de OICPE-LICPE Grosime (minima): 1,8 mm
model D75U 450 N | conform SR EN 61386-1:2009, Clasa de rezistenta la compresiune: U
L SR EN 61386-24:2011, . S
{variantd) i ST-10/2013) Rezistenta la compresiune: 450 N (cod 450)
Rezistenta la impact: Normala {cod N)
Grad de protectie: IP67
Rezistenta la propagarea flacarii: Nu propaga flacara
Culoare teava: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice gi
? de telecomunicatii ingropata in pamant

DIRECTOR TEHNIC OICPE
OIGPE TECHNICAL DIRECTOR
! Eng. Ecaterina Fransua

’ TNV

OICPE Cod F-11

Editia din 15.01.2014
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Aceastd anexa este valabild numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

' Titular certificat (nume si adres3): VALPLAST INDUSTRIE SRL

Certificate holder (name and address):

Bd. Preciziei nr. 9, sector 6§, Bucuresti

Denumire produs: TEVI DE PROTECTIE CABLURI ELECTRICE §! DE TELECOMUNICATI DIN PVC NEPLASTIFIAT

8 CableLine
! VALPLASTPVC
‘model D75M2 750 N
| {variant&) |

{RI emis de OICPE-LICPE
conform SR EN 61386-1:2009,
SR EN 61386-24:2011,
3T-10/2013)

_Product name: )
Nr.crt. Tip/model . Raport de incercare Date tehnice
Na. Type/Modea! : Test Report Technical Data
. Diametru nominal {exterior): 75 mm
7 CableLine ! 226/10.09.2013 | Diametru interior (minim): 56 mm
VALPLAST PVC | (Rl emis de QICPE-LICPE . Grosime (minima): 2,7 mm
model D75M1 750 N CU”‘;’émESNRsfysgffﬁgb11:3009' Clasa de rezistents la compresiune: M1
(variant#) ST-10/2013) Rezistenta la compresiune: 750 N (cod 750)
Rezistenta la impact: Normala (cod N)
Grad de protectie: IP87
Rezistenta la propagarea flacarii: Nu propaga flacara
Culoare teava: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropata in pamant
Diametru nominal (exterior): 75 mm
226/10.09.2013 Diametru interior (minim): 56 mm

Grosime (minima): 3,6 mm
Clasa de rezistenta la compresiune: M2

. Rezistenta la compresiune: 750 N {cod 750)
. Rezistenta la impact: Normala {(cod N)

Grad de protectie: IP67

Rezistenta la propagarea flacarii: Nu propaga flacara
Culoare teava: neagra sau gri

Utilizare: Teava de protectie a cabluriior electrice i
de telecomunicatii ingropata in pamant

226/10.09.2013
{RI emis de OICPE-LICPE
conform SR EN 61386-1:2009,
SR EN 61386-24:2011,
ST-10/2013)

9 CableLine
VALPLAST PVC
model D75G 750 N
(variant3)

Diametru nominal (exterior): 75 mm

Diametru interior (minim): 56 mm

Grosime (minima). 5,6 mm

Clasa de rezistentd la compresiune: G

Rezistenta la compresiune: 750 N (cod 750)
Rezistenia la impact: Normala (cod N}

Grad de protectie: IP67

Rezistenta la propagarea flacarii: Nu propagé flacéra
Culoare teava: neagra sau gni

. Utilizare: Teava de protectie a cablurilor electrice i
. de telecomunicatii ngropata in pamant

DIRECTOR TEHNIC OICPE
} QICPE TECHNICAL D!RE_CTQR
i Eng. Ecaterina Fransua

OICPE Cod F-11

Editia din 15.01.2014
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Aceastd anexd este valabila numr;lli cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No :

' Titular certificat (nume si adresa): VALPLAST INDUSTRIE SRL

Certificate holder (name and address): Bd. Preciziei nr. 9, sector 8, Bucuresti

Denumire produs: TEVI DE PROTECTIE CABLURI ELECTRICE $1 DE TELEC&MUNICA'HI DIN PVC NEPLASTIFIAT

Nr.crt. Tip/model Raport de incercare Date tehnice
No, Type/Model Test Report Technical Data o
Diametru nominal {exteriory: 90 mm
10 CableLine 226/M0.09.2013 Diametru interior (minim): 87 mm
VALPLAST PVC {Rl emis de OICPE-LICPE . Grosime {minima): 3,0 mm

i
[

|model DIOM1 750 N|

(varianta}

conform SR EN 61386-1:2009,
SR EN 61386-24:2011,
ST-10/2013)

Clasa de rezistenta la compresiune: M1

Rezistenta la compresiune: 750 N (cod 750)
Rezistenta ia impact: Normala (cod N)

Grad de protectie: IP67

Rezistenta Ia propagarea fl&carii: Nu propagé flacara
Culoare feava: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropaté in pamént

11

CableLine
VALPLAST PVC
model D90M2 750 N
(varianta)

226/10.09.2013
(Rl emis de QICPE-LICPE
conform SR EN 61386-1:2009,
SR EN 61386-24:2011,
ST-10/2013)

i Rezistenta la impact: Normaté (cod N)

Diametru nominal (exterior): 90 mm
Diametru interior (minim): 67 mm

Grosime (minima): 4,3 mm

Clasa de rezistenta la compresiune: M2
Rezistenta la compresiune: 750 N (cod 750)

Grad de protectie: IP67

Rezistenta la propagarea flacarii: Nu propaga flacéra
Culoare feavad: neagra sau gri

Utilizare: Teava de proteciie a cablurilor electrice si
de telecomunicatii ingropata in pamant

12

CableLine
VALPLAST PVC
model D90G 750 N
{varianta})

226/10.09.2013
(Rl emis de OICPE-LICPE
conform SR EN 61386-1:2009,
SR EN 61386-24:2011,
8T-10/2013)

Diametru nominal (exterior): 90 mm

Diametru interior {minim): 67 mm

Grosime (minima): 6,7 mm

Clasa de rezistentd la compresiune: G

Rezistenta la compresiune: 750 N {cod 750)
Rezistenta la impact: Normala (cod N)

Grad de protectie: IP67

Rerzistenta la propagarea flacarii: Nu propaga flacéra
Culoare teava: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice gi
de telecomunicatii ingropata Tn p&mant

DIRECTOR TEHNIC OICPE™~ ™
1QICPE TECHNICAL DIREC_TQR
| Eng. Ecaterina Fransua

OICPE Cod F-11

Editia din 15.01.2014
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This annex is valid only together with the CERTIFICATE OF CONFORMITY No

| Titular certificat (nume si adresa): VALPLAST INDUSTRIE SRL
Certificate holder (name and address): Bd. Preciziei nr. 9, sector 6, Bucuresii

Denumire produs: TEVIDE PRO“%ECT[E CABLURI ELECTRICE $i DE TELECOMUNICATIH DIN PYC NEPLASTIFIAT

Product name:

Nr.crt. m‘l’iﬁfrnodel Raport de incercai:gwm? Date tehnice

No. Type/Mode! Test Report Technicaf Data
‘ ¢ Diametru nominal (exterior): 110 mm
13 CableLine 226/10.09.2013 - Diametru interior (minim): 82 mm
VALPLAST PVC {R1 emis de OICPE-LICPE - Grosime (minima): 2,5 mm

model D110U 250 N conform SR EN 61386-1:2009,

SR EN 61386-24:2011. Clasa de rezistentd la compresiune: U

£

{varianta) ST-10/2013) i Rezistenta la compresiune: 250 N (cod 2560)
| Rezistenta la impact: Normala (cod N)
278/28.09.2015 Grad de protectie: IP&7

(Rl emis de OICPE-LICPE conform | Rezistenia la propagarea flacarii: Nu propaga flacara

R Eﬁifﬁgfgoﬁﬁ’ g‘ﬁéei 102 | Culoare teava: neagra sau gri
ST-10/2013, pot. 4.3 5i ;.4)5 “I Utilizare: Teava de protectie a cablurilor electrice gi

Diametru nominal (exterior): 110 mm
14 CableLine 226/10.09.2013 Biametru interior (minim): 82 mm
VALPLAST PVC {Ri emis de OICPE-LICPE Grosime (minima): 4,0 mm

conform SR EN 61386-1:2009, ; % ; .
model D110M1 750 N SR EN 61386.-24:2011, Clasa de rezistenta la compresiune: M1

{variantd) ST-10/2013) Rezistenta la compresiune: 750 N (cod 750)
Rezistenta la impact: Normala (cod N)
278/28.09.2015 Grad de protectie: IP87

{Rlemis de OICPE-LICPE conform + Regzistenta |la propagarea flacarii: Nu propaga fiacara
R Eg%fgaggﬁg;fﬂoi g"gai 105 | Culoare teava: neagra sau gri
ST-10/2013, pct_‘f% si ;1_4? ' Utilizare: Teava de protectie a cablurilor electrice si

de telecomunicatii ingropata in pamant

de telecomunicatii ingropatd inpdmant

16 Cableline 226/10.09.2013 Diametru interior (minim): 82 mm
VALPLAST PVC {Rt emis de OICPE-LICPE Grosime (minima): 5,3 mm

model D110M2 750 N conforn 3R B 61386-1:2009, ' Casa de rezistenta la compresiune: M2

{varianta) ST_10,2613') ’ Rezistenta la compresiune: 750 N {cod 750)

Rezistenta la impact: Normala (cod N)

Grad de protectie: 1P87

Rezistenta la propagarea flacérii: Nu propagé flacéra

Culoare teava: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice si

de telecomunicatii ingropata in pamant

DIRECTOR TEHNIC OICPE
| OICPE TECHNICAL DIRECTOR LD e
\ Eng. Ecaterina Frafisua I TR

OICPE Cod F-11 Editia din 15.01.2014
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Aceastd anexa este valabild numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

Titular certificat (nume si adresa): VALPLAST INDUSTRIE SRL
Certificate hoider (name and address): Bd. Preciziei nr. 9, sector 6, Bucuresti

Denumire produs: TEVI DE PROﬁECTIE CABLURE ELECTRICE $! DE TELECOMUNICATI! DIN PVYC NEPLASTIFIAT
Product name:

Nr.crt. Tipimodel | Raport de incercare | Date tehnice

No. Type/Model Test Report Technical Data
: Diametru nominal (exterior): 110 mm
16 Cableline 226/10.09.2013 Diamefru interior (minim); 82 mm
VALPLAST PVC {Ri emis de OICPE-LICPE Grosime (minim&); 8,2 mm

model D110G 750 N confs?;emE?qusE?a3}23482611:3009’ Clasa de rezistentd la compresiune: G

{varianta) §T-102013) Rezistenta la compresiune: 750 N {cod 750)

Rezistenta la impact: Normala {cod N)

Grad de protectie: IP67

Rezistenta la propagarea flacarii: Nu propaga flacara

Culoare teavé: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice i

_ de telecomunicatii ingropata in pdmant
Diametru nominal (exterior); 125 mm

17 CableLine 226/10.09.2013 Diametru interior (minim): 94 mm

| VALPLASTPVC | (Rlemisde OICPE-LICPE Grosime (minima): 6,0 mm

. model D125M 750 N °°”fS°émEiR61E§‘8212348_261123009' Clasa de rezistenta la compresiune: M

(varianta) ST_10,2613') ’ Rezistenta la compresiune: 750 N (cod 750)

Rezistenta la impact: Normala (cod N)

Grad de protectie: IP67

Rezistenta la propagarea flacarii: Nu propaga flacara

Culoare teava: neagra sau gri

Utilizare: Teava de protectie a cablurilor electrice si

de telecomunicatii ingropata in pamant

Diametru nominal (exterior): 140 mm

18 CableLine 226/10.09.2013 Diametru interior (minim): 106 mm
VALPLAST PVC (Rl emis de OICPE-LICPE Grosime (minima): 6,7 mm

model D140M 750 N CO“E’émEﬁ%f?sgj;fggﬁoog’ Clasa de rezistenta la compresiune: M

{varianta) ST-10/2013) Rezistenta {a compresiune: 750 N (cod 750)

Rezistenta la impact: Normala (cod N)

Grad de protectie: IP67

. Rezistenta la propagarea flécarii: Nu propaga flacéra

- Culoare teava: neagra sau gri

. Utilizare: Teava de protectie a cablurilor electrice si

5 i | de telecomunicatii ingropatd in pdmant
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i

ELECTRIC PRODUCTS CERTIFICATION ¢ Fax:  0213464935;021 5893318
INDEPENDENT BCDY cicpe@aicpe.ro
OICPE - ORGANISM INDEPENDENT £
PENTRU CERTIFICAREA PRODUSELOR ELECTRICE %
140/3846/2009 ’
Numir dosar 1 Exemplar nr: 1/2
certificare: 3ra2n-p AN EXA Copy Ng’.‘
Cerfification file no: Annex . pimepamteete
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| Aceastd anexd este valabild numai cu CERTIFICATUL DE CONFORMITATE nr. 466/30.09.2015
This annex is valid only together with the CERTIFICATE OF CONFORMITY No

Titular certificat (nume si adresa). VALPLAST INDUSTRIE SRL
Ceriificate holder (name and address): Bd. Preciziei nr. 9, sector 6, Bucuresti

" Denumire produs: TEVI DE PROTEGTIE CABLURI ELECTRICE SI DE TELECOMUNICATII DiN PVC NEPLASTIFIAT |

Product name:

i

Nr.crt. Tip/model Raport de Tncercare Date tehnice
No. TypeModel Test Report ___Technical Data
' Diametru nominal (exterior): 160 mm
19 CableLine 226/M10.09.2013 Biametru interior {minim): 120 mm
VALPLAST PVC (Rl emis de OICPE-LICPE | Grosime (minima): 3,2 mm
mode! D160U 450 N conform SR EN61386- | Gjasa de rezistenta la compresiune: U
Aot 1:2009, ” i .
{variantd) SR EN 61386-24:2011, Rezistenta la compresiune: 450 N {cod 450)
ST-10/2013) Rezistenta la impact: Normala {cod N)
Grad de protectie: IP67
Rezistenta |a propagares flacarii: Nu propagé flacara
. Culoare teavd: neagra sau gri
Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropata in pamant
Diametru nominal {exterior): 160 mm
20 CableLine 226/10.09.2013 Diametru interior (minim): 120 mm
VALPLAST PVC (Rl emis de OICPE-LICPE | Grosime (minim&): 7,8 mm
model D160M 750 N conform SR Ea 61386- | Clasa de rezistents la compresiune: M
(varianta) SR EN 61386-24:2011, | Rezistenta la compresiune: 750 N (cod 750)
ST-10/2013) Rezistenta la impact: Normala (cod N)
Grad de protectie: IP67
Rezistenta la propagarea flacarii: Nu propaga flacdra
Culoare teava: neagrd sau gri
Utilizare: Teava de protectie a cablurilor electrice si
de telecomunicatii ingropata in paméant
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